echnical Specifications 



System Specificati ns 

Paper and Image Formats 



Minimum sheet size: 
Maximum sheet size: 
Maximum image area: 
Stock thickness: 
Stock weight: 

Maximum Speed 



L: 210 mm/ 8.2 in. 
L: 520 mm / 20.5 in. 
L: 510 mm/ 20 in. 



W:297 mm / 11.7 in." 
W:740 mm/ 29.1 in. 
W: 720 mm / 28.3 in. 
0.06-0.3 mm/ 2-12 pt 
60 - 350 gsm / 16# bond - 160# bristoi 

10,000 sph 



Plate Material 

Presstek PEARLdry™ aluminum plates 
20 plates in a cassette (sufficient for 10 jobs) 

Ink 

Optimized waterless inks. Packed in an ink cartridge: 2 kg / 4.5 lb 
Press Measurements 

(excluding operator terminal, and air and vacuum cabinets) 
LxWxH: 3,880x2,100x2,145 mm / 153x87x85 in. 
Weight: 12,000 kg / 26,460 lb 



Maximum Pile Height 

Feeder: 600 mm / 23.62 in. 
Delivery: 600 mm / 23.62 in. 



Power Requirements 

65 kVA 



Imaging Parameters 

Resolution: variable imaging 
from 60- 140 dpm / 1,524 - 3,556 dpi 
Diodes: 40 per imaging head 
Minimum dot size: 10 microns 

Recommended Operating Environment 

Temperature: 18 - 25°C / 64.5 - 77T 
Relative humidity: approximately 60% 

Typical System Configuration 

RIP: Brisque™ 
Digital proofer: Iris® 



Karat Digital Press 

Karat Digital Press is ushering in a new era of digitally integrated offset printing with its 
74 Karat press, which delivers cost-effective offset quality through innovative design. The 
offspring of two industry leaders - press manufacturer KBA, and prepress pioneer Scitex 
Corporation - Karat Digital Press, from its foundation, drew on the collective experience of 
Both parent companies but functions today on the basis of the expertise of its own diversified 
team of professionals. By drawing on this aggregate knowledge and its creative spirit, the 
company intends to continue offering innovative enhancements and new products that will 
maximize the productivity and the profits of forward-thinking printers. 
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Karat, the Karat logo, 74 Karat and Cravuflow are trademarks of Karat 

Digital Press BV and may be registered in certain jurisdictions. 

Scitex is a registered trademark and service mark of Scitex Corporation Ltd. 

and CreoScitex Europe N.V Iris is a registered trademark of Iris 

Graphics, Inc. Brisque is a trademark of Creo Products Inc. and/or its subsidiaries. 

KB A is a trademark ofKoenig & Bauer AG. Presstek is a registered trademark and 

PEARLdry is a trademark of Presstek, Inc. All other company, brand, product 

and service names are the trademarks or registered trademarks of their 

respective holders. Data is subject to change without notice. 



• Printed on the 

iTUCorat 



.2 
2 



S 



